
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 

  

 
GPS Tracking Device 

 

 

 

 

GPS Tracking Device is able to determine coordinates of the vehicle due to GPS/GLONASS/GSM 

connectivity. GPS Tracker Device is perfectly suitable for applications where location acquirement 

of remote objects is needed. The device also has additional inputs and outputs, which allow you 

to control other parameters, for example 1 - Wire interface (for thermometer or iButton reader). 



INTRODUCTION 
 

Device is a terminal with GPS and GSM connectivity, which is able to determine the 

object's coordinates and transfer them via the GSM network. Before connecting device 

please check if you have the latest configuration software. The configuration tool would 

then quickly identify the GPS device that is connected to the PC via USB. If not, you 

may also have to install the Virtual COM port while connecting the device for the first 

time. 

DRIVER INSTALLATION 
 

Virtual COM port driver installation is mandatory, only then your PC will recognize the 

device that was connected to the USB port. Please download Virtual COM Port drivers 

from website www.tring.ba 

Choose correct archive file with drivers for your OS version and download it to your PC. 

Operating system requirements: 

 MS Windows XP/Vista/7/8/10 

 USB port 

 

 
                  

Figure 1. USB port to mini USB 

 Installation procedure : 

 Uninstall previous Virtual COM port driver versions (Start->Settings-> 

control Panel->Add or remove programs) 

 Extract archive file “Win7.zip“ or “Win8.zip“ to a desired location on your PC. 

 If you are running a 32-bits OS version, launch the 

“dpinst_x86.exe“ 

 If you are running a 64-bits OS version, launch the 

“dpinst_amd64.exe“ 

 

In the next window (see Figure 2) select “Next“. 



 
Figure 2. Device Driver Installation Wizard 

 

Wait for the setup to complete the installation and click “Finish“ (see Figure 3). 

 

Figure 3. Device Driver Installation Wizard- driver installation complete. 

 

 

 

 

 

 



CONFIGURATOR 
 

Configurator is a software used to setup the device. To use the Configurator, Connect 

the device to your PC or laptop while the device has no power. Connect your device to 

power, and after about 30 seconds (needed for PC to recognize the device), you can 

see if your device is connected in the Device Manager, by following the below given 

steps. Please choose the correct COM port used by your device. 

 

To find out which COM port is used follow these steps: 

 Right-click on “My Computer“ and choose “Properties“. 

 Click on “Device Manager“ 

 Expand “Ports (COM & LPT)“ menu. See COM port number near 

“STMicroelectronics Virtual COM Port“. 
 

 
Figure 4. STMicroelectronics Virtual COM Port. 

SAMPLE CONFIGURATION 
 

Please download the sample configuration and newest configurator from 

www.tring.ba. You also need the newest Microsoft Framework (Link 

https://www.microsoft.com/en-us/download/details.aspx?id=17851).   

 

Start GPSTrackerApp.exe from configurator folder. 

1. Click File → Open CFG 

2. In dialog window, browse sample configuration file you downloaded from Tring 

and click Open 

https://www.microsoft.com/en-us/download/details.aspx?id=17851


 

Figure 5. Configuration steps. 

After loading sample parameters you need to enter some parameters of your own: 

1. Enter IP (in 256.256.256.256 format) and PORT to which device should send data. 

2. Enter APN settings: APN name, User name and Password (if user name and password 

are needed). 

3. Enter home operator code on first place in profile 1 operator list. 

4. Select COM port you connected your device to and click Connect. If you have 

choosen the proper Virtual COM port, then the configuration is ready to be sent to the 

device.  

5. Click Send CFG button and the configuration will be uploaded to the device. 

 



 
Figure 6. Required connection settings. 

The manufacturer does not supply a SIM card in the package, which is necessary for 

connection to the GSM network. You can obtain a SIM card from your local GSM service 

provider. The SIM card can work with device only if all SIM card security codes are 

disabled. 

 

A detailed description of global and profile settings is given in the documentation User 

manual.  The GPS Tracker installation and preparation for usage are also included in 

the User manual. 
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